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3950
2.55
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1.0
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2200
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3650
2.80

10200*
1.0
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9.27
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1.0
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1.0

730
9.27

807NT/4S
kg
m

470
10.05

1680
3.78

1140
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2970
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1.0
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2.10
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6.80

6620*
1.0
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8.45
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m

1860
3.60

1290
5.15

3300
2.04

6730*
1.0

930
6.80
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8.45
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kg
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1020
3.40
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4.77

1770
2.05
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6.13

3630*
1.0
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kg
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765
4.67
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6.03

1110
3.30
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1.95
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3760*
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kg
m

830
4.57

585
6.03

1190
3.20

2080
1.85

3850*
1.0

T Series

  ZUBEHÖRE

Mod. 805T 807NT 809T 811T 816T 818T

Passo*(mm) 3450 2700 3100 3100 3100 3100
M.T.T.(ton) 5,0 6,5 12 12 15 15
G.V.W.(ton) 5,0 6,5 12 12 15 15

*) Wheelbase - Empattement - Passo

Tm m ° s/180° ° bar kg kg l l min mm B x h x S

805T/2s 3.8 7.3 380 15 4 220 605 85 35 16 2085x1855x470
805T/3s - 8.8 380 15 4 220 650 85 35 16 2085x1855x470
805T/4s - 10.2 380 15 4 220 690 85 35 16 2085x1855x470

807NT/2s 6.7 8.0 387 15 4 260 780 100 35 18 2300x1995x550
807NT/3s - 9.5 387 15 4 260 840 100 35 18 2300x1995x550
807NT/4s 11.0 387 15 4 260 900 100 35 18 2300x1995x550

809T/2s 8.4 9.4 395 17 4 250 1000 190 60 20 2350x2290x590
809T/3s - 11.4 395 17 4 250 1080 190 60 20 2350x2290x590
809T/4s - 13.0 395 17 4 250 1145 190 60 20 2350x2290x590

811T/2s 10.3 9.4 395 17 4 295 1000 190 60 20 2350x2290x590
811T/3s - 11.4 395 17 4 295 1080 190 60 20 2350x2290x590
811T/4s - 13.0 395 17 4 295 1145 190 60 20 2350x2290x590

816T/2s 14.5 9.0 380 20 4 280 1360 200 100 30 2480x2380x850
816T/4s - 12.3 380 20 4 280 1580 200 100 30 2480x2380x850
816T/6s - 15.8 380 20 4 280 1740 200 100 30 2480x2380x850

818T/2s 15.5 9.0 380 20 4 290 1380 200 100 30 2480x2380x850
818T/4s - 12.3 380 20 4 290 1600 200 100 30 2480x2380x850
818T/6s - 15.8 380 20 4 290 1760 200 100 30 2480x2380x850

745
14.40

818T/6S
2340
5.75

1730
7.40

3410
4.15

5880
2.52

14820*
1.0

1360
9.05

1115
10.80

kg
m

945
12.60

*) Portata teorica - Theoretical lifting capacity

1115
10.80

945
12.60

818T/4S
2510
5.68

1885
7.36

3600
4.08

6100
2.48

15130*
1.0

1520
9.02

kg
m

745
14.40

818T/2S
2745
5.56

1885
7.36

3880
3.96

6550
2.36

15460*
1.0

kg
m

1520
9.02

1115
10.80

680
14.40

816T/6S
2160
5.75

1590
7.40

3180
4.15

5480
2.52

13810*
1.0

1250
9.05

1030
10.80

kg
m

870
12.60

1030
10.80

870
12.60

816T/4S
2320
5.68

1750
7.36

3360
4.08

5730
2.48

14210*
1.0

1410
9.02

kg
m

680
14.40

816T/2S
2570
5.56

1750
7.36

3640
3.96

6160
2.36

14540*
1.0

kg
m

1410
9.02

1030
10.80

1) La conformità normativa dell'applicazione mostrata deve essere valutata caso per caso. - The applications shown must be evaluated on a case-by-case basis to establish compliance with standards.



COM
PA

N
Y

W
ITH

QUALITY SYSTEM
C

ERTIFIED70°

11 m

12,6 m10,2 m

11,6 m

80°

4,15

16°

*) Portata teorica - Theoretical lifting capacity

12

0
0

2

8

4

10

1020
3.40

1770
2.05

3630*
1.0

700
4.77

425
7.50

525
6.13

Kg
m.

4 6 8

2

6

10

0
0

Kg
m.

2 4 6 128 10

12

8

4

2

6

10

14

2

4

6

8

10

12

14

16

18

2 0 2 4 6 8 10 12 14 16

807T/4S805T/4S

320
8.95

818T/6S

5880
2.52

3410
4.15

2340
5.75

1730
7.40

1360
9.05

1115
10.80

945
12.60

745
14.70

14800*
1.0

12

8

4

2

6

10

14

2 4 6 80
0

10

4°

809T/4S

Kg
m.

1810
4.25

3200
2.55

8200*
1.0

1215
6.00

910
7.75

725
9.55

4°

12

8

4

2

6

10

14

0
0

102 4 6 8

811T/4S

Kg
m.

2275
4.25

3950
2.55

10100*
1.0

1550
6.00

1170
7.75

940
9.55

4,15

16°

2

4

6

8

10

12

14

16

18

2 0 2 4 6 8 10 12 14 16

13800*
1.0

816T/6S

Kg
m.

5480
2.52

3180
4.15

2160
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